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Replace open pipe Ø (mm) 10

Blowing force (N) 15.0

Air consumption (Nm³/h) 76

Sound level (dB(A)) 87

Nozzle technology Slot

Material (nozzle) 1.4404 (316L)

Connection G 1/4"

Weight (g) 105

Max temp (°C) 400

Max op. pressure (MPa) 1.0

Air Nozzles

TECHNICAL DATA

Noise reduction* 25dB(A) Energy savings* 109Nm³/hStainless steel flat nozzle

SILVENT 9005W-S: an energy-efficient flat stainless steel nozzle that 
generates a strong, efficient blowing force at an exceptionally low noise 
level. Compressed air is optimally used in this flat nozzle, which through 
its unique design introduces a completely new blowing technology 
feature. The aerodynamic nozzle design achieves the effect by maximising 
entrainment of air. Each orifice is also uniquely designed to optimise the 
entrainment area. These small orifices combined with the aerodynamic 
slots of the nozzle provide high efficiency.

 Feed pressure = 500 (kPa)
 Material specification :  EN 1.4404

SILVENT 9005W-S

Blowing properties at different pressures (kPa)

9005W-S 200 400 600 800 1000

Blowing force (N) 6.7 12.4 18.1 23.8 29.5

Air consumption (Nm³/h) 40.0 64.0 88.0 112.0 136.0

Sound level (dB(A)) 79.0 85.5 89.1 91.3 92.7

ALTERNATIVES

Dimensions

For further information, see page 194 or visit silvent.com.
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* Benefits when replacing an open pipe

SILVENT 9005W-S-200 - 9005W-S-500:  nozzle 
mounted on a bendable stainless steel FlexBlow hose 
that keeps the desired position, even when blowing at 
high pressure. Available in 4 different standard lengths. 
The FlexBlow hose has a 1/4" male connection thread. 
Otherwise, the same performance as 9005W-S.

9005W-S-300 SILVENT 9005W-S-M200 - 9005W-S-M500: Magnetic 
base with flow control, FlexBlow hose and nozzle for 
quick installation and easy adjustment to the correct 
blowing angle.  FlexBlow hose maintains the desired 
position, even at high pressures.  Available in 4 
standard lengths.  Otherwise, the same performance 
as 9005W-S.

9005W-S-M300

NEW!

Adjustable Swivel
PSK 14. Material: stainless steel.
For more information see page 186.

ACCESSORIES AIR KNIFE

SILVENT 388 W-S. See page 115.


